TSi568@ MEETS OLIGER VIDEO 
F. Nachbaur 


Yes, you can use the TSi15@@ with John OQliger’s 
TMS?918A video upgrade. The required modification to 
the computer’s NMI line is MUCH easier than with 
either version of the ZX8i1/TS186@ board. 7 


First, check that your machine has a 2200 ohm 
resistor (red-red-red), in parallel with a small 
capacitor, tacked on near the top end of the CPU. If 
so, you won’t even have to add the 4.7K resistor. If 
not, run the 4.7K resistor between the donut pad 
going to edge trace 12A, and the top end of 
capacitor Ci?. 


You only have to make one trace cut, and bridge it 
with the 1N9%14/1N4148 diode. This is the first trace 
below the CPU chip (pin 28-21 end) on the component 
side. Carefully scrape away the varnish on this 
trace with the tip of your Xacto Knife, and cut the 
trace. Now bridge the cut with the diode, cathode 
(banded) end towards the left Caway from the heat 
sink). This trace is very narrow, so be careful when 
soldering. If you use too much heat, the trace could 
lift off. Bend the diode leads at right angles to 
the body, then bend the ends (about the last 1/8") 
into an "L" shape so that a larger area is available 
for soldering. Carefully clean the flux from the 
area using methanol, to insure that you have a good 
solder joint and that you didn’t accidentally solder 
to the adjacent trace. 


If any of you had trouble following the mod 
instructions for the 2X81/TS10@@, drop me a card and 
I’1l send you more detailed instructions. You Know 
there’s a problem with this mod if FAST mode works 
with the Oliger VDP, but SLOW mode is "the crash- 
and-burn command." 


